SECTION 02 41 00

DEMOLITION

PART 1  - GENERAL

1.01 DESCRIPTION

A. Work includes, but is not limited to the following:

1. The Contractor shall provide all equipment, tools, materials, and labor necessary to complete the work.

2. Completely coordinate with work of all other trades.

3. Provide protection for all existing objects or conditions designated on the drawings to remain on the site.

4. Provide protection to prevent injury or damage to persons or adjacent properties.

5. Remove and dispose of demolished materials from the site.

6. Comply with applicable codes and ordinances concerning demolition operations.

B. Definition:  The term “demolition”, as used herein, includes the removal and disposal of all existing objects (except for those objects designated to remain) down to the existing grade level or subgrade level to the extent indicated or as otherwise required to permit new construction and all other work as described in this Section necessary to complete all Demolition Work.

C. Use of explosives will not be permitted.

1.02 PERMITS, ORDINANCES, ETC.

A. Procure and pay for all necessary permits or certificates required to complete the Demolition Work specified.  Make any and all required notifications and comply with all applicable Federal, State, and Local ordinances concerning demolition operations.

1.03 JOB CONDITIONS

A. Visit the site and examine the existing conditions and observe the conditions under which the work is to be performed.  Notify the District of unsatisfactory conditions and do not proceed with the work until unsatisfactory conditions have been corrected in a manner acceptable to the Owner’s Representative and District.  Note all conditions as to character and extent of work involved.
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1.04 PROTECTION

A. Execute all Demolition Work in an orderly and careful manner with due consideration for any existing condition designated to remain.  Provide protection to preserve existing items indicated to remain and to prevent injury or damage to persons or adjacent properties.

B. Use all means necessary to protect existing conditions designated to remain and adjacent properties.  Avoid any encroachment on adjacent properties.  In the event of damage or loss to any existing condition designated to remain or adjacent properties, immediately make all repairs and replacements necessary to the approval of the Owner's Representative and District at no additional cost to the District.

C. Do not interfere with the normal traffic on roads, streets, walks, or use of adjacent properties.  Provide alternate routes around closed or obstructed traffic ways as required by governing regulations.

D. Adjacent streets and sidewalks shall be kept free of mud, dirt or similar nuisances resulting from demolition operations.

E. Protect tops, trunks, and roots of existing trees and vegetation which are to remain from any physical damage.  Protect trees and vegetation with barriers before any construction work is started; remove barriers on completion of Contract.  Do not permit storage of materials, stockpiles or heavy equipment within the drip line of remaining trees.  Use qualified workmen to remove any interfering branches of tress to remain without injury to trees.  Replace trees that have been damaged and cannot be restored to full growth at no additional cost to the District.

1.05 CUTTING AND PATCHING

A. Cut existing sidewalks, roads, and curbs as required to complete demolition work.  Pavement shall be cut vertically along straight lines forming the edges of the demolition work and so as not to damage the adjacent pavement.  Repair all pavement as specified in Sections of the specification covering the applicable trades.

1.06 DUST CONTROL

A. Use all means necessary to prevent the spread of dust during performance of the work of this Section; thoroughly moisten all surfaces as required to prevent dust being a nuisance to the public, neighbors, and concurrent performance of other work on the site.


PART 2  - PRODUCTS

2.01 OTHER MATERIALS

A. All other materials not specifically described but required for proper completion of the work of this Section shall be as selected by the Contractor subject to approval by the District.
PART 3 - EXECUTION

3.01 PREPARATION

A. Approval from District

1. Contractor shall receive approval of site layout from District prior to demolition activities.

B. Notification

1. Notify the District at least two (2) full working days prior to commencing the work of this Section.

C. Site Observation

2. Prior to all work of this Section, carefully observe the entire site for all objects designated to be removed and to be preserved.

3. Contact the Underground Service Alert (U.S.A.) at 811 to stake and mark the location of all existing utilities prior to the beginning of work.

4. Locate all existing utility lines indicated on the Contract Documents to remain, and determine the requirements for their protection.

5. Locate, if any, all existing utility line indicated on the Contract Documents to be disconnected and capped, and determine all requirements for disconnecting and capping.

D. Clarification

1. The Contract Documents do not purport to show all objects existing on the site.

2. Before commencing the work of this Section, verify with the Project Manager all objects to be removed and all objects to preserve.

E. Scheduling

1. Schedule all work in a careful manner with all necessary consideration for adjacent properties and the general public.

2. Avoid interference with the use of, and passage to and from, adjacent properties.

3. Conduct operations so as not to interfere with the use of adjacent roads, streets, drives, walks, service lines, etc.

F. Disconnection of Utilities

1. Before starting site construction, arrange for the disconnection of all utility lines designated to be removed, relocated, or capped with the appropriate utility company.  Utility company services for this work shall be paid for by the Contractor.

2. Refer to the Irrigation Plans for information pertaining to disconnection or modification of the existing irrigation system.

G. Protection of Utilities

1. Retain and protect in operating condition all active utilities traversing the site designated to remain.

3.02 DEMOLITION OF OBJECTS

A. Remove and dispose of all existing objects (except for those objects designated to remain) down to existing grade level or subgrade level to the extent indicated on the plans or as otherwise required to permit new construction.

B. Remove native on-site grasses and roots to a minimum depth of two inches below existing grade.

3.03 REQUIREMENTS FOR REMOVAL OF CONCRETE PAVEMENT

A. Concrete curbs, gutters, cross gutters, driveways and walks:  Remove concrete to neatly sawed edges, with saw cuts made to a minimum depth of one and one-half (1-1/2) inches.  Concrete sidewalk of driveway to be removed shall be neatly sawed in straight lines, either parallel to the curb or at right angles to the alignment of the sidewalk.  No section to be replaced shall be smaller than thirty (30) inches in either length or width.  If the saw cut in sidewalk or driveway fall within thirty (30) inches of a construction joint, expansion joint, cold joint or edge, the concrete shall be removed to the joint or edge, except that where the saw cut would fall within twelve (12) inches of a score mark, the saw cut shall be made in and along the score mark.  Curb and gutter shall be sawed to a depth of one (1) inch below the bottom surface in a neat line at right angles to the curb face.

3.04 BACKFILL AND COMPACTION

A. All excavations left by the demolition work shall be filled and compacted to make the surface at these points conform in contour and density to that of the surrounding ground, and as specified in SECTION 31 23 33 – TRENCHING AND BACKFILLING.

3.05 STORAGE OF ITEMS TO BE RELOCATED

A. Coordinate with the District.

3.06 DISPOSAL OF DEBRIS

A. All material removed under this Contract, which is not to be salvaged or reused, or otherwise specified on the Plan shall become the property of the Contractor and be promptly disposed of.  The District will provide dumping facilities adjacent to the project site for the Contractor’s use. The Contractor is responsible for disposing all items specified to be removed and locating them in the District-provided dumping facilities.

B. Burning of refuse material on the site will not be permitted.
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