
SECTION 12 92 00

SITE FURNISHINGS AND EQUIPMENT

PART 1 - GENERAL

1.01 CONDITIONS

A. The general provisions of the Contract, including General and Supplementary Conditions and General Requirements apply to the work specified in this Section.

1.02 DESCRIPTION

A. Work includes but is not limited to the following:

1. Furnish all labor, materials, tools, equipment, operation or methods listed, mentioned or scheduled on the Contract Documents and/or herein specified in this Section.

2. Although such Work is not specifically indicated, furnish and install all supplementary or miscellaneous items, appurtenances and devices incidental to or necessary for a sound, secure and complete installation.

3. Completely coordinate with Work of all other trades.

1.03 QUALITY ASSURANCE

A. All products or items described herein shall be new, unless otherwise specified, and shall be from the specified manufacturer or approved equal.  Products shall be complete in all respects, properly installed, and in perfect working order.

1.04 QUALIFICATION OF INSTALLER

A. Installer shall be thoroughly trained and experienced in the skills required, and shall be completely familiar with the products and their installation as specified on the Contract Documents and in this Section.  Installer shall be present at all times during progress of Work of this Section and shall direct all Work performed.

1.05 COORDINATION

A. Contractor shall be charged with the responsibility of making arrangements for the coordination of his construction operations with those of all others on the job, and he shall permit other forces so engaged to accomplish their portion of the Work without undue interference or delay.

B. Contractor shall place order for all site furnishings and equipment immediately after award of bid to ensure adequate time for manufacturing, shipping and installation.  If any materials or equipment are not ordered in time, additional costs made by equipment manufacturers to their equipment in time to meet construction schedule together with any special handling costs, shall be borne by the Contractor.  NO project extension shall be granted due to improper lead time in ordering.

1.06 SUBMITTALS

A. [bookmark: Text2]Submit six (6) copies of manufacturer's catalog cuts off all products for Owner's Representative and District approval.  Catalog cuts shall clearly identify product, finishes, color, schedule and installation.

B. All approvals must be granted prior to ordering product.


PART 2  - PRODUCTS

2.01 Bocce Court Surfacing

A. Provide “Bocce Pro” synthetic turf bocce court surfacing with ArmorLoc 3L dual layer polypropylene primary backing and SilverBack polyurethane backing, or approved equal. Pile height shall be 9/16” max. Material weight shall be 63 oz. max. Product shall be available in 12’ wide roll width min. 

B. Provide black coated sand infill for bocce court surfacing per manufacturer’s recommendations. 

C. Bocce court surfacing installed by this Contractor shall be warranted for eight (8) years minimum from the date of installation against defects in material or workmanship, resulting in premature wear, deterioration, and excessive fading / UV degradation during ordinary and normal use of the product(s). Vandalism and force majeure will not be covered under said warrantee. Contractor shall submit written warranty, by the installer, to the District prior to closeout of project and Contract. When defective material or workmanship is discovered requiring repair or replacement, all such repair work or replacement work shall be done by the Contractor at his own expense after written notification is given of such required repairs. However, if the Contractor fails to comply with the requirements of the above guarantee within reasonable time after notification is given, the District shall proceed to have the repairs made by others and shall be reimbursed by the Contractor at the Contractor’s expense. 

D. Color shall be as noted on Plans.

E. Bocce court surfacing manufactured by:
Synthetic Turf International
(800) 405-7455

And

Distributed by:	
Suregrass Sports
Synthetic Turf International – Northern California
(530)-521-2821
Contact: Greg Miller



2.02 Bench

A. Provide eight-foot (8’) “160 Series” steel bench with horizontal slats (model #160-80), surface mounted, or approved equal. Contractor shall coordinate need for “memorial plaque” with District prior to ordering bench. If plaque is required, District shall provide Contractor with the necessary inscription information and Contractor shall coordinate memorial plaque design with manufacturer. Contractor shall provide District with manufacturer-produced cut sheet showing memorial plaque design, location on bench and inscription for District approval prior to ordering.

B. Color: Powdercoated “Black”.	

C. Bench manufactured by:
DuMor, Inc.
PO Box 142
Mifflintown, PA 17059-0142

And

Distributed by:
Ross Recreation Equipment
100 Brush Creek Road
Santa Rosa, CA 95404
(707) 538-3800

2.03 Detectable Warning Surface

A. Provide Detectable Warning Surface with truncated domes as indicated on the plans. 

B. Color: Traffic Yellow

C. Detectable warning surface panel and truncated domes shall comply with California Building Code, latest edition, Chapter 11B requirements.

PART 3  - EXECUTION

3.01 GENERAL

A. Work shall be set true to line and shall present a neat and finished appearance. Includes setting each item in its correct place, fastening it, connecting it, or incorporating it into other portions of work, as each item may require; testing and operating equipment to assure proper functioning. Furnish anchors and adhesives required for installing and attaching the equipment specified herein.

B. Install all items per manufacturer’s instructions and specifications. 

3.02 INSTALLATION OF BOCCE COURT SURFACING

A. Install bocce court surfacing over subbase surfacing as specified on Plans.

B. Check for creases in turf. If creases exist, remove them.

C. Seams:
1. Seaming shall be in strict compliance with the manufacturer’s specifications.
2. Contractor to determine layout of bocce court surfacing in order to minimize number of required seams (if any). Where seams are required, seams shall run in the same direction. Fiber or “grain” of the two pieces shall run in the same direction. Seams shall not be visible nor shall they affect the roll of the bocce ball on the court surfacing.
3. Refer to manufacturer’s specifications for more information regarding seaming.

D. Apply black coated sand infill at application rate recommended by manufacturer. Manufacturer recommends apply one (1) pound per square foot and testing performance. Performance shall be evaluated and determined solely by District. If performance is not desirable add coated sand infill up to a rate of two (2) pounds per square foot.

3.03 [bookmark: _GoBack]INSTALLATION OF BENCH

A. Install as detailed and in conformance with the manufacturer's specifications.

B. Install items level and plumb.

3.04 INSTALLATION OF DETECTABLE WARNING SURFACE

A. Install in conformance with the manufacturer's specifications.

B. Install in conformance with California Building Code, latest edition, Chapter 11B requirements.

C. Install items level and plumb.

3.05 PROTECTION

A. Adequately protect all work form damage by subsequent construction operations.  Damaged work shall be replaced by Contractor and at Contractor's expense.

3.06 CLEAN-UP

A. Clean-up all site furnishing items. Repair damage to surfaces scratched during construction.
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