November 1989
SECTION 06 10 53

WOOD CONSTRUCTION 


PART 1  - GENERAL

1.01 CONDITIONS

The general provisions of the Contract, including General and Supplementary Conditions and General Requirements apply to the work specified in this Section.

1.02 DESCRIPTION

A. [bookmark: Text1]Provide all materials, tools, equipment, labor and supervision required to complete the wood work as indicated on the Contract Documents and specified herein.

B. Related work specified in other Sections

1. SECTION 05 75 00 – METAL FABRICATION

1.03 REFERENCES AND STANDARDS

A. Douglas Fir:  As graded by a certified grading agency approved by the USDA American Lumber Standards Committee.

B. Lumber:  Grade stamp to contain symbol of grading agency, mill number of name, grade of lumber, species or species grouping or combination designation, rules under which graded, where applicable and condition of seasoning at time of manufacture.

C. Preservative Treated Wood:  Pressure-treating of lumber shall conform to the American Wood Preservers' Association (AWPA), Standard practices and regulations.

D. Abbreviations:   	
	AD - air dried		KD - kiln dried
	VG - vertical grain	FG - flat grain
	DF - Douglas Fir	PT - pressure treated

All wood shall be surfaced four sides (S4S).

1.04 QUALITY ASSURANCE

A. [bookmark: _GoBack]Provide skilled workmen experienced with the type of construction involved and the materials and techniques specified.

B. Carefully select wood members so that knots or other defects shall not interfere with proper construction.  Lumber shall not be acceptable, whether installed or not, if it has warp-age, twisting, or bowing.

C. Accurately cut, fit and securely connect together all items to produce a plumb, true, rigid installation.  Do not splice individual wood members between column supports, unless otherwise indicated on Drawings.

1.05 PROTECTION

A. Lumber and timber shall be stored in neat stacks at the site unless it is to be used immediately.  All lumber and timber shall be piled so that it may be readily inspected, and shall be handled in a manner that will avoid injury or breakage.

B. Structural timber shall be neatly piled on skids above ground and shall be protected from the sun when necessary to prevent warping.  Treated timber shall be handled with rope slings.  Cant hooks, peaveys, or other sharp instruments shall not be used in handling treated timber.  Undue injury in handling will be cause for rejection.

1.06 MEASUREMENTS

A. Verify all dimensions indicated on the Drawings by taking field measurements; proper fit and attachment of all components is required.  Before commencing work, check all lines and levels indicated and such other work as has been completed.  Should there be any discrepancies, immediately notify the City.  In event of failure to do so, the Contractor shall be responsible for correction of any errors at his cost.

1.07 COORDINATION

B. Coordinate with other trades whose work relates to the complete installation of work.


PART 2  - PRODUCTS

2.01 GENERAL

All lumber shall conform to the allowable characteristics permitted within the applicable grading rule.  No splits, checks, holes, decay or other irregularities will be permitted except those characteristic of that grade.

2.02 LUMBER SPECIES

A. 2” x 6” Bocce bumper board lumber shall be Douglas Fir, No. 1 Grade, pressure treated, surfaced four sides (S4S).

2.03 CONNECTION HARDWARE

A. If lumber is noted as “donated” on the Plans, Contractor shall provide all connection hardware and equipment required to complete installation.

B. Framing connectors:  Simpson, or equal, shall be galvanized.

C. Nails, etc. shall be galvanized or corrosion resistant.

D. Bolts shall be galvanized hex-head bolts with galvanized round, flat washer, galvanized lock-washer and hex-head nut.

E. Lag screws shall be hex-head lag screws with galvanized round, flat washer. 


PART 3  - EXECUTION 

3.01 WORKMANSHIP

A. Workmanship shall be first-class throughout.  All lumber and timber shall be accurately cut and framed to a close fit and shall have even bearing over the entire contact surfaces.  All joints shall be square and tight unless otherwise shown.  No shimming will be permitted in making joints.  Work shall be free of hammer marks, dents, or other disfiguration. Install all horizontal members with the crown (outside of grain curvature) facing up. 

3.02 FASTENERS

A. Bolts

1. Holes for bolts shall be bored with a bit 1/16" larger than the bolt.

2. Bolts 5/8" and less in diameter shall be fitted with cut washers.  All bolts and lag screws over 5/8" in diameter shall be fitted with cast or malleable iron washers, unless otherwise shown on the Plans.  Select bolt length to fit situation.  Where bolts project beyond nut, cut off 1/8" from nut and paint within 24 hours with heavy coats of Zinc Chromate primer paint and one (1) coat of Aluminum finish paint (to match the galvanized bolt finish unless otherwise noted).

3. Bolt threads shall not bear on wood; use washers under head and nut where both bear on wood; use lock-washers under all nuts.

4. Tighten bolts securely and re-tighten prior to final inspection.

B. Lag Screws

1. Holes for lag screws shall be bored with a bit not larger than the base of the thread.

2. Use flat washers under lag screws.

3. Tighten screws securely and re-tighten prior to final observation.

A. Nailing

1. Nails and other hardware shall be sized as per U. B .C. Nailing Schedule, and shall be seated flush unless otherwise indicated on the Plans.

2. Any wood member split during nailing shall be replaced at no additional cost to the Owner.

3.03 CLEAN-UP

A. Keep the premises free from the accumulation of sawdust, cut ends, and debris.  Upon completion of the work, thoroughly broom clean and remove debris from the job site.
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